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Where:

HAPsc = weighted-average organic HAP con-
tent for all aluminum coating materials,
kilograms of organic HAP per liter of
coating solids.

m = number of different aluminum primers,
top coats, and clear coats used in the
past 12 months.

Vol; = volume of aluminum primer, top coat,
or clear coat i used in the past 12
months, liters.

D; = density of coating i, kilograms per liter.

W; = mass fraction of organic HAP in coating
i, kilograms of organic HAP per Kkilo-
gram of coating.

p = number of different thinners, activators,
and other coating additives used in the
past 12 months.

Vol = total volume of thinner, activator, or
additive k used in the past 12 months, li-
ters.

Dy = density of thinner, activator, or addi-
tive k, kilograms per liter.

Wi = mass fraction of organic HAP in thin-
ner, activator, or additive k, kilograms

HAPGmpined = HAPyp + HAPg

Where:

HAPwp = the weighted-average organic HAP
content of aluminum wipedown solvents
used in the past 12 months, calculated
using equation 1 of §63.5749.

HAPsc = the weighted average organic HAP
content of aluminum recreational boat
surface coatings used in the past 12
months, calculated using equation 1 of
§63.5752.

(b) Compliance is based on a 12-
month rolling average. If the combined
organic HAP content does not exceed
1.65 kilograms of organic HAP per liter
of total coating solids, then you are in
compliance with the emission limit
specified in §63.5743(a)(3).

(Eq. 1)
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of organic HAP per kilogram of thinner
or activator.

Solids; = solids content of aluminum primer,
top coat, or clear coat i, liter solids per
liter of coating.

(b) Compliance is based on a 12-
month rolling average. If the weighted-
average organic HAP content does not
exceed 1.22 kilograms of organic HAP
per liter of coating solids, then you are
in compliance with the emission limit
specified in §63.5743(a)(2).

§63.5753 How do I calculate the com-
bined organic HAP content of alu-
minum wipedown solvents and alu-
minum recreational boat surface
coatings?

(a) Use equation 1 of this section to
calculate the combined weighted-aver-
age organic HAP content of aluminum
wipedown solvents and aluminum rec-
reational boat surface coatings.

(Eq. 1)

§63.5755 How do I demonstrate com-
pliance with the aluminum rec-
reational boat surface coating spray
gun cleaning work practice stand-
ards?

You must demonstrate compliance
with the aluminum coating spray gun
cleaning work practice standards by
meeting the requirements of paragraph
(a) or (b) of this section.

(a) Demonstrate that solvents used
to clean the aluminum coating spray
guns contain no more than 5 percent
organic HAP by weight by determining
organic HAP content with the methods
in §63.5758. Keep records of the organic
HAP content determination.

(b) For solvents containing more
than 5 percent organic HAP by weight,
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